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2軸パドル・スクリュータイプ（DKC）は、弊
社独自の形状により必要に応じた寸法にダ
ストを解砕致します。（30～10mm）
＊但し解砕品の性状によるスクリューコン
ベアの特性も兼ね備えております。
又、エレメント方式により、交換部品が最小
限ですみます。
冷却式スクリュータイプ（DKCS）は、二次燃
焼室の下部に直接設置が可能です。
弊社独自のスクリュー形状により燃焼飛灰、
クリンカ、スラグ化したクリンカを解砕致し
ます。（100～150mm）＊但し解砕品の性状
による。

又、オプションにて、軸水冷、内面耐火物の施工が可能な為、高温の雰囲気の中でも使用可能です。

Biaxial Paddle Screw Type of the machine is available for pul-verizing dust to the size to be 
required (from 30 to 10 mm) due to our original design of the machine depending on the 
charac-teristics of the material to be treated. This machine coule de used as a screw 
conveyer also. It has the particularity of mini-mozed parts by reason of element structure of 
the machine.

Cooling Screw type of this machine can be installed directly on the secondary combustion 
chamber.

Depending on shape by our own design of the screw itself, all of combustion fly ash, clinker 
and/of slagged clinker could be crushed in the range of 100 ‒ 150 mm size basing on the 
characteristics of the material to be treated.

※We are in a position to provide you the feature fo the machine such as cooling axis and 
refractory inside lining at your option so that it is available tu use even in any particular 
atmosphere at high temperature.

DKC型ダスト解砕機


